
ZHEJIANG SAIKONG 

ELECTRICAL TECHNOLOGY CO.，LTD

电阻� Resistor



-Page 1- 

波纹电阻�(RSHK) Wire Wound Resistor
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产品�述 ( Product Introduction) ）

产品应用 ( Product Application）

技术规格 ( Technical Specifications）

      RSHK型涂料绕线电阻�是一�功�型绕线电阻�，该产品采用波状电阻合金带�侧�形式缠绕在��
�架上，�面�覆绝缘耐�温涂料，有利于散热，并配有��支架，电阻��有功�大，耐过载�力�，
���便等�点。

RXHG coatings type winding resistor is a kind of power mode, the product use the wave resistance alloy 

in the form of side winding on the ceramic matrix The surface coating insulation resistance to high 

temperature coating,is conducive to heat dissipation,and is equipped with a mounting bracket,a resistor 

has large power,strong overload capacity resistance,convenient installation and other feature

1. As a braking resistor to protect the inverters, servos, etc., from damage by  

    regenerative energy of the motor;

2. As a resistive load in power electronic load tests; 

3. As a sampling resister, limiting resistor, starting resistor, or protective resistor in 

    power electronic equipment."

1.做为制动电阻保护变频�、伺服等不受电机再生电�的危�
2.电力电子负载测试中做为阻性负载 
3.在电力电子设备中做为�样电阻、��电阻、起动电阻、保护电阻
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规格 
 Type

额�功�(W)   
Rated Power

尺寸Dimension（±1mm) 

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RSHK

RXHG

50

60

80

100

150

200

300

400

500

600

750

1000

1200

1500

2000

2500

90

90

140

170

192

192

280

280

316

316

316

300

415

415

510

600

132

132

182

212

222

222

310

310

346

346

346

334

449

449

544

636

146

146

198

198

238

238

326

326

360

360

360

350

465

465

560

652

28

28

28

28

40

40

40

40

50

50

50

60

60

60

60

60

6.5

6.5

6.5

6.5

8

8

8

8

8

8

8

8.5

8.5

8.5

8.5

8.5

62

62

62

62

90

90

90

90

107

107

107

127

127

127

127

127

10

10

10

10

12

12

12

12

16

16

16

16

16

16

16

16

4.5

4.5

4.5

4.5

5.5

5.5

5.5

5.5

6

6

6

6

6

6

6

备注：其他规格尺寸，可�据用户要求制造。Remark：Dimension can be customization
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RSHK

RSHK

执行标� ( Applicable Standards ）

�额曲线 ( Rundown Curve ） �面温升 ( Surface Temperature Rise

( Product Size）

环�温� Ambient temperature               0-20℃              >20℃
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产品尺寸图

成品识别码



-Page 3- 

铝壳电阻�(RSLK)

产品�述
）

产品应用

技术规格

     RSLK�列铝壳绕线电阻�采用铝合金�壳，�形美观，该电阻�有耐气候性、耐�动、�全性�于传
统��架电阻�。 RXLG电阻�是用一�耐�温的有机硅树脂和硅粉作基本材料封�的功�型绕线电阻。
易紧���，易附加散热�。
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RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

RSLK

执行标�

�额曲线 �面温升

产品尺寸图

成品识别码
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